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First Industrial valve wireless monitoring installation in GSK Cork, Ireland

“... Eltav brings breakthrough wireless valve monitoring technology, by providing real time data
directly into the control process. Reducing failure and risk while increasing safety and yield. All, for a
fraction of the cost...”

In November 2008 Eltav installed a valve wireless
monitoring system in GSK Cork, Ireland. The \ E N,
system comprises of valve devices, wireless "l i
infrastructure and a gateway communicating with
GSK’s DeltaV system via OPC and Modbus RTU e,
protocols.
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Eltav’s valve devices were affixed on manual and
actuated valves at the water treatment plant.
Installation of the valve devices gateways took
two days, presenting the revolutionary ease and
flexibility of installing Eltav into an existing plant b, '
infrastructure. ESI from Cork was the System &

Integrator on the project. Eltav Valve monitoring system

The valve device replaces the standard on/off feedback switchboxes, or can be mount on every non
monitored valve. Furthermore, the device can report analog values such as valve opening percentage,
environmental temperature, battery level, statistics and the dynamic vector of the valve’s movement.
The system monitors the wireless communication level and
provides vital warnings. Preventive maintenance is provided
by monitoring the dynamic behavior of the valve for indication
of potential failure of an actuator, loss of pressure in the
pneumatic lines or even damage to the valve stem.

Eltav system is scalable and “plug and play”. Adding a valve
device to the installation is as simple as fastening the mounting
screws and sending a “Power On” with a portable hand held
operator device. All is done without a hot-work permit or
shutdown to the line. The valve device once set for the site
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ELTAV HMI at GSK Cork
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